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The Würth Group
The core business of the Würth Group is the 
supply of Quality Workshop and Industrial 
consumables to help our customers produce 
and install their products in a cost effective 
manner.  We are the leading direct market-
ing enterprise in the field of assembly and 
fastening techniques.  Wherever two things 
come together, we are there connecting 
with a wide range of nuts & bolts from our 
hardware selection, or sealing products from 
our chemical range.  We are also there lubri-
cating, sanding, cleaning or providing the 
power/hand tools to speed up any process.

Our products are produced to the highest 
specification and manufactured according 
to DIN standards.  This, together with our 
excellent service, delivery and availability 
makes us the World’s No. 1 supplier to the 
Construction, Woodworking, Metalworking, 
Automotive and Maintenance Industries.  
Our 385 companies Worldwide are testi-
mony to this fact!

Würth Ireland
Würth Ireland was established as a subsidi-
ary of the Würth Group in 1982 in Limerick.  
We offer a range of 8,000 products and 
employ 170 people of which 110 are sales 
representatives.  We provide our customers 
with a higher level of personal attention 
through our nationwide network of sales 
representatives.  This is to ensure that we 
have a greater understanding of your needs 
hence enabling us to offer you the most cost-
efficient solution.

The Würth Brand
Quality, service and value for money are synonymous with the Würth brand.  Our wide and diversi-
fied range encompasses products such as abrasives, anchors, chemicals, sealants,  tools and fixings 
for every industry.

Go to our 
website

www.wurth.ie
Würth Ireland Ltd, Monaclinoe Industrial Estate, 
Ballysimon Rd, Limerick. 
Tel: (061) 430200    Fax: (061) 412428    Fax Sales: (061) 415921

Our organisation is structured into commercial divisions, 
to specifically manage different customer types in the fields of 
Construction, Metalwork, Maintenance, Installation, Woodwork 
and Automotive Industries.

MASTER
The Master name is attributed to our range of 
electrical and pneumatic tools which provide 
superior performance with robust and ingen-
ious design.  The right choice for professional 
trades people.

ZEBRA
Zebra is our guarantee of reliability, optimum 
quality and longer life performance.  Only 
products that provide outstanding and superior 
performance carry this name.

ORSY
ORSY is an ORganising SYstem which aids 
customers in managing and controlling their 
stocks more efficiently, whether on-site, in a 
vehicle or in the workshop.
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CORDLESS FLYWHEEL NAILER ASN 5090 Flywheel nailer with 18 V/4.0 Ah 
battery system for nails of dia. 
2.8 to 3.3 mm in the lengths 50 to 
90 mm.

Art. No. 5700 300 2
P.Qty. 1

Complete with carrying case

• Simple handling
• Toolless depth adjustment
•  Profi led contact tip for secure press-on
•  Safe working thanks to single 

actuation with safety interlock
•  Simple removal of stuck nails 
•  Compact size for use in constricted 

spaces
•  Problem-free use at temperatures of 

–15°C to +50°C
•  Can be used for all 30°–34°

Half-head nails or round-head nails in 
the lengths 50–90 mm

• Magazine capacity: up to 55 nails
•  Brushless motor technology
•  Indicator for low battery charge or 

stuck nails

3-year warranty
on manufacturing and material defects.

Available in the fleet 
management system ORSY® fleet.

Case Contents
Designation Art. No. P.Qty.
Cordless Flywheel Nailer 5700 300 X 1
Battery 5700 300 140 2
Charger 5700 201

1Operating instructions –
Plastic Cap – Wood Protection 5800 300 000

Technical Data
Dimensions (L x W x H) 345 x 125 x 338 mm
Weight (incl. battery) 4.2 kg
Magazine capacity 55 nails
Battery 18.0 V/4.0 Ah (Li ion)
Cycles per battery charge Up to 600

Suitable Accessories
Designation Art. No. P.Qty.
Spare battery 5700 300 140

1
Case 5800 300 999

First Fix Wood Nailer
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HALF-HEAD STRIP NAILS ASN

HALF-HEAD STRIP NAIL ASN

In a practical carry case, 
designed for cordless fl ywheel 
nailer ASN 5090
Steel, smooth, bare, resin-coated

Designed for fl ywheel nailer 
ASN 5090, in a practical carrying 
case
Steel, smooth, galvanized, 
yellow passivated (A4C), resin-
coated

Remarks
tested in accordance with EN 
14592:2008+A1:2012

Remarks
tested in accordance with EN 
14592:2008+A1:2012

Version Nail dia. d
in mm

Nail length l
in mm

Head dia. d1
in mm

Art. No. P.Qty.

Half-Head Strip Nail, smooth, bare, resin-
coated

2.8

65

7.2

5900 000 000

2200

70 5900 000 001
75 5900 000 002
80 5900 000 003

3.1
80 5900 000 004
90 5900 000 005

Version Nail dia. d
in mm

Nail length l
in mm

Head dia. d1
in mm

Art. No. P.Qty.

Half-Head Strip Nail, smooth, galvanized, 
resin-coated

2.8
65

7.2
5900 000 012

220080 5900 000 013
3.1 90 5900 000 014

 Technical information:

 Technical information:
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HIGH-PERFORMANCE GAS UNIT

Complete with carrying case

DIGA® CS-2 POWER
Art. No. 0864 90  2

•  Independent of stationary and mobile 
compressed-air systems

• Almost no recoil
• Extremely simple to use
• 105 Joule output
• Electronic injection
•  Magazine can be changed without 

tool
•  40 nails in magazine
•  For 15 – 40 mm nails with a 2.6, 3.0 

or 3.7 mm dia.
•  Attachment to steel, concrete and 

solid masonry possible
• 3 year warranty

Suitable Nails
With fuel cell
Art. No. 0864 950 …
Product G1.4.1 – G1.4.3

Suitable Fuel Cell
Art. No. 0864 900 500
Product G1.3

G1.4

Charging time (battery discharged)   approx. 120 min
!Attention! 
For initial charging and longer periods without use,  at least 24 h

Case contents
Designation Art. No. P. Qty.
Charging Unit 0864 902 1
Battery 0864 903 2
Plunger 0707 865 111

1
Protective Goggles 0899 102 230
Operating Instructions –
Ear Plugs 0899 300 201

Technical data
Dimensions (L x W x H) 435 x 124 x 365 mm
Weight 3.7 kg
Magazine capacity, long/short 42 nails/22 nails
Battery for approx. 3,000 settings 6 V 1.5 Ah

Spare parts
Designation Art. No. P. Qty.
Machine Case, empty 0707 865 110

1Case Lock 0707 865 112
Magazine Rail, short 0707 865 107

Available in the ORSY®fleet 
management system.

Concrete and Steel Nailer
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MAGAZINED NAILS AND FUEL CELL

NG CS-2
Suitable for 
DIGA® CS-2 POWER

Application
•  High-quality all-purpose nail, 

2.6 mm dia. 
•  Attachment of U-profi les in dry 

construction
•  Attachments in the installation sector, 

dry construction etc. to concrete 
(≤ C40/50) as per DIN/EN 206-1 
and DIN 1045 and steel and masonry 
made of solid brick 

•  A packing unit consists of 800 nails 
and one fuel cell

G 1.4.1

Nail length 
in mm

Nail dia. 
in mm

Head dia. 
in mm

Art. No. P. Qty.

15

2.6 6.3

0864 950 015

800/4000

20 0864 950 020
25 0864 950 025
30 0864 950 030
35 0864 950 035
40 0864 950 040

Additional articles:
Separate Fuel Cell
Art. No. 0864 900 500
Product G1.3

NG CS-2 HD
Suitable for 
DIGA® CS-2 POWER

Application
•  High-quality step nail for installations 

in plumbing and heating to a cement 
foundation (≤ C40/50) as per DIN/
EN 206-1 and DIN 1045 and 
masonry made of solid brick

•  A packing unit consists of 800 nails 
and one fuel cell

G 1.4.2

Nail length 
in mm

Nail dia. 
in mm

Head dia. 
in mm

Art. No. P. Qty.

20

3.7 6.4

0864 950 120

800/4000
25 0864 950 125
30 0864 950 130
35 0864 950 135
40 0864 950 140



HIGH-PERFORMANCE FUEL UNIT

 Case Contents 
 Designation Art. No. P. Qty.
 Charger 0864 902 1
 Battery 0864 903 2
 Safety Goggles 0899 102 230 1
 Operating Instructions – 1
 Ear Plugs 0899 300 201 1

 Technical Data
 Dimensions (L x W x H) 34.0 x 11.0 x 39.1 cm
 Weight 3.5 kg
 Magazine capacity 40 nails
 Battery for approx. 3,000 settings 6V 1.5 Ah

 Spare Part
  Only the following genuine Würth spare part may be replaced by the user in accordance with the 

DIGA®WO-1/34 operating instructions:
 Designation Art. No. P. Qty.
 Replacement air fi lter 0707 864 904 1

 Cover cap for trigger safety catch
 (e.g. when installing face formwork)
  

0707 864 993 1

 Machine case, empty 0707 864 991 1
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Charging time (battery discharged) Approx. 150 minutes
!Attention! For initial charging 
and longer periods without use At least 24 hrs.

Complete with carrying case.

DIGA® WO-1/34
Art. No. 0864 93

•  Independent of stationary and mobile 
compressed-air systems.

• Almost no recoil.
• Extremely simple handling.
• 40 nails with 34° angle in magazine.
• 3-year warranty.

Matching nails
with fuel cell
Art. No. 0864 930 …

Matching fuel cell
Art. No. 0864 900 200
Product G1.3

G5

=

First Fix Wood Nailer..... Nails and Gas 0864 042...
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NAILPACKS PLUS
G5.1

DIGA® WO-1/34

Consisting of:
• High-performance fuel unit DIGA® WO-1/34.
• Half-head strip nails 34°.
• Fuel cells (1 cell for approx. 1,000 nails).
• Supplied in practical carrying box.

 *   Classifi cation in load-bearing classes 
according to DIN  1052:2004-08: 
dia. 2.8 mm ˈ 3/C

NAILPACKS
G5.2

DIGA® WO-1/34

Consisting of:
• Half-head strip nails 34°
•  Alternative: Tallow-drop head strip nails (1),

Art. No. 0864 930 565/0864 930 580.
•  Fuel cells (1 cell for approx. 1,000 nails).
• Supplied in practical carrying box.

 *   Classifi cation in load-bearing classes 
according to DIN 1052:2004-08: 
dia. 2.8 mm ˈ 3/C

 Nail  dia. d L Quantity Quantity Art. No. P/Qty.
 Version in mm  in mm  Nail Fuel cell.
  2.8 65 6,000 6 0864 930 001 1
  2.8 75 6,000 6 0864 930 002 1
  2.8 80 4,000 4 0864 930 003 1
  3.1 90 4,000 4 0864 930 004 1
  2.8 65 6,000 6 0864 930 005 1
  2.8 75 6,000 6 0864 930 006 1
  2.8 80 4,000 4 0864 930 007 1
  3.1 90 4,000 4 0864 930 008 1
  2.8 65 6,000 6 0864 930 009* 1
  2.8 75 6,000 6 0864 930 010* 1
  2.8 80 4,000 4 0864 930 011* 1
  2.8 50 6,000 6 0864 930 012* 1
  2.8 65 6,000 6 0864 930 013* 1
  2.8 75 6,000 6 0864 930 014* 1
  2.8 80 4,000 4 0864 930 015* 1

1

1

Steel, smooth, 
bare, resin-coated

Steel, smooth, 
galvanized, resin-
coated

Steel, grooved, 
galvanized, resin-
coated

Steel, grooved, 
bare, resin-coated

 Nail   dia. d L Quantity Quantity Art. No. P/Qty.
 Version  in mm  in mm  Nail Fuel cell.
   2.8 65 3,000 3 0864 930 065 1
   2.8 75 3,000 3 0864 930 075 1
   2.8 80 2,000 2 0864 930 080 1
   3.1 90 2,000 2 0864 931 090 1
   2.8 65 3,000 3 0864 930 265 1
   2.8 75 3,000 3 0864 930 275 1
   2.8 80 2,000 2 0864 930 280 1
   3.1 90 2,000 2 0864 931 290 1
   2.8 65 3,000 3 0864 930 165* 1
   2.8 75 3,000 3 0864 930 175* 1
   2.8 80 2,000 2 0864 930 180* 1
   2.8 50 3,000 3 0864 930 350* 1
   2.8 65 3,000 3 0864 930 365* 1
   2.8 75 3,000 3 0864 930 375* 1
   2.8 80 2,000 2 0864 930 380* 1
   2.8 65 3,000 3 0864 930 465* 1
   2.8 80 2,000 2 0864 930 480* 1
   2.8 65 2,000 2 0864 930 565* 1
   2.8 80 2,000 2 0864 930 580* 1

Tallow-drop head (1), 
stainless steel (A2), 
grooved, resin-coated

Stainless steel (A2), 
grooved, resin-coated

Steel, smooth, 
bare, resin-coated

Steel, smooth, 
galvanized, resin-
coated

Steel, grooved, 
galvanized, resin-
coated

Steel, grooved, 
bare, resin-coated

Additional articles:
Separate Fuel Cell
Art. No. 0864 900 200
Product G1.3

Available ODU

Available ODU
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FULLY AUTOMATIC STUD THRUST DEVICE
02.1

With manual power control.

• Slimline design.
•  Stable and easy to handle.
•  Economical use thanks to standard 

fastening.
• Magazine capacity: 10 nails.
•  Due to simple exchanging of 

magazine with single-stud attachment, 
single nails can also be processed.

•  Nail lengths up to 75 mm possible as 
single shots or with a magazine.

• Maximum drive-in energy: 380 J.
• Safety catch.
• Thrust plunger principle.
• Device according to DIN EN 15895.
•  3-year warranty on manufacturing and 

material defects.

Matching magazined nails
Art. No. 0864 221 … , 0864 116 …

BST MA 75
Art. No. 0864 21

Scope of delivery:
Designation Art. No. Content P. Qty.
BST MA-75 Stud Thrust Device – 1 1
Empty Metal Carrying Case 0707 864 445 1 1
Cleaning Set* 0864 560 2 1 1
Protective Goggles 0899 102 230 1 1
Hearing Protection 0899 300 332 1 100
Maintenance Spray 0893 051 1 1
Cleaning Cloths, Textile 0899 800 200 1 250

* Contents of cleaning set: 3 x round brush (various sizes), 1 x wire brush, 1 x metal ram.

Technical Data:
Output Max. 380 J
Stud guide 8.0 mm
Device length 490 mm/with magazine 525 mm
Weight 3.70 kg/with magazine 3.99 kg
Caliber 6.8/11 mm, in the strip magazine
Thrust power green, yellow, red

Spare parts:
The user is authorized to install these parts in accordance with the operating instructions.
Designation Art. No. P. Qty.
Single-Stud Attachment 0864 210 1
Single-Shot Splinter Guard 0864 211 1
Magazine Splinter-Guard 0864 212 1
Magazine 0707 864 400 1
Return Spring 0707 864 401 1
Plunger Bu  ̄er 0707 864 402 2
Plunger 0707 864 403 1

Available in the fleet manage-
ment system ORSY®fleet.

High Power Strip Nailer - Concrete/Steel
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SHUTTERING STOP
11

SA 171

•  Temporary positioning of shuttering.
•  Spacing fastening of reinforcing mats.
•  Hardly visible after removing shuttering.

NAIL, MAGAZINE OF 10
 12

UMA 221/10

•  Suitable for Würth BST MA-75 Nail 
Gun and other nail guns with a 
magazine.

•  10 high-quality multi-purpose nails in
  magazine for steel and concrete surface 

Device categories:
A Würth DIVA® 1/Premium
B Würth BST1, BST 2/Berner BSG 2, 200, 201
C Spit P 60, P 200
D Hilti DX 351
E Hilti DX 450
F Hilti DX A40
G Hilti DX A41
H BST MA 75 /Hilti DX 350, DX 36M, DX 460

Please observe the corresponding 
device category when selecting 
your fasteners.

 Shaft length Stop dia.  Stop  Device categories    Art. No. P.  
 SL in mm dA in mm height           Qty. 
   HA in mm  A B C D E F G H  
 47 48  35  x x x   x x x 0864 171 047 150
 52 48 35  x x x   x x x 0864 171 052 150
 57 48 35  x x x   x x x 0864 171 057 150

SHUTTERING STOP
11.1

SA ON 171

•  Convenient application, as it can be used on 
either side.

•  Temporary positioning of shuttering.
•  Hardly visible after removing shuttering.
•  Spacing fastening of reinforcing mats.
•  For nails with a dia. up to 3.7 mm.

 Shaft length Shaft dia.  Magazine Device categories    Art. No. P.  
 SL in mm ds in mm length LG           Qty.
   in mm  A B C D E F G H  
 16 3.7 93       x x x 0864 221 016 100
 19 3.7 93       x x x 0864 221 019 100
 22 3.7 93       x x x 0864 221 022 100
 27 3.7 93       x x x 0864 221 027 100
 32 3.7 93       x x x 0864 221 032 100
 37 3.7 93       x x x 0864 221 037 100
 42 3.7 93       x x x 0864 221 042 100
 47 3.7 93        x x 0864 221 047 100
 52 3.7 93        x x 0864 221 052 100
 57 3.7 93        x x 0864 221 057 100
 62 3.7 93        x x 0864 221 062 100
 72 3.7 93        x x 0864 221 072 100

 Stop dia.  Stop height Device categories    Art. No. P.  
 dA in mm HA in mm  A B C D E F G H  Qty.
 48 30  x x x   x x x 0864 171 000 300

  as per DIN EN 206-1 and DIN 1045.



Stud thruSt device BSt 350
With manual power control

•	Complete	with	carrying	case
•	Simple	handling
•	Semi-Automatic	Stud	Thrust	Device
•	6-speed	power	control
•	Safety	catch
•	Device	according	to	DIN	EN	15895
•	Thrust	plunger	principle

Art. No. 0864 22     
P. Qty. 1
Model designation BST	350
Machine weight 2.35	kg
Caliber 6.8/11	M
Length x width x height 340	x	50	x	150	mm
Max. recommended setting frequency/hour 500	pcs.

Thrust power Medium	heavy	(yellow),	Weak	(green),	Very	heavy	
(red)

Supplement to Art. No.: Designation Art. No.

0864	22	
KFTZ	11A	Cartridge 0864 31 
KFTZ	11A	Cartridge 0864 41 
KFTZ	11A	Cartridge 0864 51 

Scope of delivery for Art. 
No. Designation Art. No. Quantity

0864 22 

Clamp 0707 864 215 1
Ball 0707 864 216 1
Splinter	guard 0707 864 221 1
Maintenance	Set 0707 864 228 1

3-year warranty On	manu-
facturing	and	material	defects

Also available in ORSYfleet fleet 
management system

2.2
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Steel and Concrete Nailer
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CARTRIDGES
03

KFTZ 11A
Cal. 6.8/11M

•   10 cartridges in the magazine.
•  For cartridge selection, see Direct Assembly 

brochure.

NAIL
04

HN 101

•  High-quality nail for steel and concrete surface 
in accordance with DIN EN 206-1 and DIN 
1045.

•  For length calculation, see Direct Assembly 
brochure.

System-tested in accordance with 
Sec. 7 BeschG Sy 801, 802, 803, 
805, 808, 809, 812.

 Designation Thrust Device categories    Art. No. P.  
  power A B C D E F G H  Qty.
 Cartridge 6, 8/11 mm, green weak  x  x x x x x 0864 31 100
 Cartridge 6, 8/11 mm, yellow medium  x  x x x x x 0864 41 100
 Cartridge 6, 8/11 mm, red very strong  x  x x x x x 0864 51 100

 Shank length Shank dia.  Head dia.  Device categories    Art. No. P. 
 SL in mm ds in mm dk mm A B C D E F G H  Qty.
  14 3.7 8  x x x   x  x 0864 101 014 100
  16 3.7 8  x x x   x  x 0864 101 016 100
  19 3.7 8  x x x   x  x 0864 101 019 100
  22 3.7 8  x x x   x  x 0864 101 022 100
  27 3.7 8  x x x   x  x 0864 101 027 100
  32 3.7 8  x x x   x  x 0864 101 032 100
  37 3.7 8  x x x   x  x 0864 101 037 100
  42 3.7 8  x x x   x  x 0864 101 042 100
  47 3.7 8  x x x   x x x 0864 101 047 100
  52 3.7 8  x x x    x x 0864 101 052 100
  57 3.7 8  x x x    x x 0864 101 057 100
  62 3.7 8  x x x    x x 0864 101 062 100
  72* 3.7 8  x x x    x x 0864 101 072 100
  90* 3.7 8  x x x    x x 0864 101 090 100
 100* 3.7 8  x x x    x x 0864 101 100 100

Device categories:
A Würth DIVA®1/Premium
B Würth BST 1, BST 2/Berner BSG 2, 200, 201
C Spit P 60, P 200
D Hilti DX 351

E Hilti DX 450
F Hilti DX A40
G Hilti DX A41
H Hilti DX 350, DX 36M, DX 460

*  Must be knocked in beforehand with a hammer.

Cartridge KFTZ 11B 
for Würth DIVA® 1 see 
Product Specifi cation 
S1.
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CABLE TIDY HOLDER
 23

KSH 660
Single- and double-sided

•   Fast, economical attachment.
•   Simple installation of cables on walls, ceilings 

and intermediate ceilings.
•   Fast and easy subsequent installation via 

automatic closure mechanism.
•   Minimal space requirement thanks to the 

extremely fl at design.
•   Temperature-resistance: –30°C to +80°C.
•   Halogen- and silicone-free.

Device categories:
A Würth DIVA® 1/Premium
B Würth BST1, BST2/Berner BSG 2, 200, 201
C Spit P 60, P 200
D Hilti DX 351

E Hilti DX 450
F Hilti DX A40
G Hilti DX A41
H Hilti DX 350, DX 36M, DX 460

 Max. holding Version Dimensions Device categories   Art. No. P.  
 capacity  L x W x H           Qty.
 NYM             
 3 x 1.5 mm2  in mm A B C D E F G H
 10 Single-sided 114 x 19 x 45  x x x   x  x 0864 660 001 100
 20 Double-sided 129 x 19 x 58  x x x   x  x 0864 660 002  50
 40 Double-sided 218 x 19 x 58  x x x   x  x 0864 660 005  50

CABLE BRACKETS
 24

KBB 530
Single and double

For quick and simple installation of sheathed 
cables and cable bundles on walls, ceilings, 
intermediate ceilings and covered shafts. 
Suitable surface: Concrete, solid brick masonry, 
solid sand lime brick.

• Features pre-mounted nail.
• Material: Polyamide.
• Color: gray.
• Silicone- and halogen-free.

 Cable Holding Shaft Shaft dia. Width Clamping Clamping  Device categories  Art. No. P. 
 Brackets cap. NYM length ds in mm B in mm width height           Qty. 
  3 x 1.5 mm2 SL in mm   K in mm H in mm  A B C D E F G H  
 Single  8 42 3.7 20 100 9.5  x x x   x  x 0864 530 010 50
 Double 16 42 3.7 20 100 9.5  x x x   x  x 0864 530 020 50 
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SECURING SHACKLE
19

FIXB 127

•  For concrete as per DIN EN 206-1 and DIN 
1045.

•  With pre-mounted 27 mm nail, type HN 101.

DOUBLE SECURING SHACKLE
20

FIXB 227

•  For concrete as per DIN EN 206-1 and DIN 
1045.

•  With pre-mounted 27 mm nail, type HN 101.

* General construction-supervision 
test certifi cate for cable lengths with 
integrated function retention (test 
certifi cate No. P3182/0729/MPABS).

 Dimensions as per diagram Device categories    Art. No. P. 
 A B C dia. D  A B C D E F G H  Qty.
 53 20 15 20  x x x   x  x 0864 127 20 100
 55 20 15 22  x x x   x  x 0864 127 22 100
 57.5 20 15 24  x x x   x  x 0864 127 24 100
 62 20 15 28  x x x   x  x 0864 127 28 100
 70 20 15 35  x x x   x  x 0864 127 35 100

 Dimensions as per diagram Device categories    Art. No. P.  
 A B C dia. D  A B C D E F G H  Qty.
 50 20 15 16  x x x   x  x 0864 127 16* 100
 51.5 20 15 18  x x x   x  x 0864 127 18* 100
 76 20 15 40  x x x   x  x 0864 127 40* 100

 Dimensions as per diagram Device categories    Art. No. P. 
 A B C dia. D  A B C D E F G H  Qty.
  68 20 28 16  x x x   x  x 0864 227 16 100
  71.5 20 28 18  x x x   x  x 0864 227 18 100
  75.5 20 28 20  x x x   x  x 0864 227 20 100
  80.5 20 28 22  x x x   x  x 0864 227 22 100
  84 20 28 24  x x x   x  x 0864 227 24 100
  92 20 28 28  x x x   x  x 0864 227 28 100
 106.5 20 28 35  x x x   x  x 0864 227 35 100
 116 20 28 40  x x x   x  x 0864 227 40 100

Device categories:
A Würth DIVA® 1/Premium
B Würth BST1, BST2/Berner BSG 2, 200, 201
C Spit P 60, P 200
D Hilti DX 351

E Hilti DX 450
F Hilti DX A40
G Hilti DX A41
H Hilti DX 350, DX 36M, DX 460
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NAIL WITH 36 MM DISK
09

UNKT 130

•  For insulating materials up to approx. 20 mm 
thick, e.g. bubble fi lm, fl eece fi lm.

•  With nail type HN 101.
•  High-quality fastener for concrete surfaces as 

per DIN 296-1 and DIN 1045.

NAIL WITH 66 MM DISK
10

UNKT 160

•  For insulating materials up to approx. 20 mm 
thick, e.g. bubble fi lm, fl eece fi lm.

•  With nail type HN 101.
•  High-quality fastener for concrete surfaces as 

per DIN 296-1 and DIN 1045.

Device categories:
A Würth DIVA® 1/Premium
B Würth BST1, BST 2/Berner BSG 2, 200, 201
C Spit P 60, P 200
D Hilti DX 351

E Hilti DX 450
F Hilti DX A40
G Hilti DX A41
H Hilti DX 350, DX 36M, DX 460

 Shaft Shaft dia. Washer dia.  Disk dia.  Device categories   Art. No. P.  
 length ds in mm S in mm T in mm           Qty.
 SL in mm      A B C D E F G H
 32 3.7 8 36  x x x   x  x 0864 130 032 100
 42 3.7 8 36  x x x   x  x 0864 130 042 100
 52 3.7 8 36  x x x    x x 0864 130 052 100
 62 3.7 8 36  x x x    x x 0864 130 062 100

 Shaft Shaft dia. Washer dia.  Disk dia.  Device categories   Art. No. P.  
 length ds in mm S in mm T in mm           Qty.
 SL in mm      A B C D E F G H
 32 3.7 8 66  x x x   x  x 0864 160 032 100
 42 3.7 8 66  x x x   x  x 0864 160 042 100
 52 3.7 8 66  x x x    x x 0864 160 052 100
 62 3.7 8 66  x x x    x x 0864 160 062 100
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ROUND PLATE

ROUND PLATE

G4

W-RO 25

suitable for DIGA® CS-1

Art. No. 0864 910 025
P. Qty. 100

•  Quick attachment of fi lms, splash grilles and 
sealing membranes on concrete surfaces 
(�C 40/50) in acc. with DIN/EN 206-1 and 
DIN 1045. Chalky sandstone, solid stone 
and steel in conjunction with magazined nails 
G1.1 (Art. No. 0864 900 …).

•  Material galvanized steel.

G4.1

W-RO 36

suitable for DIGA® CS-1

Art. No. 0864 910 036
P. Qty. 100

•  Quick attachment of fi lms, splash grilles and 
sealing membranes on concrete surfaces 
(�C 40/50) in acc. with DIN/EN 206-1 and 
DIN 1045. Chalky sandstone, solid stone 
and steel in conjunction with magazined nails 
G1.1 (Art. No. 0864 900 …).

•  Material galvanized steel.

ROUND PLATE
G4.2

W-RO 13

suitable for DIGA® CS-1

Art. No. 0864 910 013
P. Qty. 200

•  Quick attachment of fi lms, splash grilles and 
sealing membranes on concrete surfaces 
(�C 40/50) in acc. with DIN/EN 206-1 and 
DIN 1045. Chalky sandstone, solid stone 
and steel in conjunction with magazined nails 
G1.1 (Art. No. 0864 900 …).

•  Material galvanized steel.



WÜRTH TRADESHOPS AROUND IRELAND

Cork Trade Unit
Unit 3
Kinsale Road Commercial Centre
Kinsale Road
Cork
Tel:  +353 21 432 0260
Fax: +353 21 432 0261

Finglas Trade Outlet
Unit D9,
North City Business Park,
North Road, 
Dublin 11.
Tel:  +353 1 864 2429
Fax: +353 1 864 2632

Ballymount Trade Outlet,
Dockrells Complex,
Ballymount Road Upper,
Ballymount,
Dublin
Tel:  +353 1 429 8002
Fax: +353 1 429 8649

Sandyford Trade Outlet
Unit E2,
Sandyford Industrial Estate,
Three Rock Road,
Dublin 18.
Tel:  +353 01 207 4506
Fax: +353 01 207 4509

Belfast Trade Outlet
Unit 1 and 2,
Dargan Court,
Dargan Crescent,
Duncrue Ind. Est.,
Belfast.
BT39JP
Tel:  02890 775 141
Fax: 02890 770 927

Würth Ireland Ltd. 
Head Office,
Moniclinoe Industrial Estate,
Ballysimon Road,
Limerick.
Tel:  +353 61 430200
Fax: +353 61 412428
www.wurth.ie


