
SNOOPER+
The new generation of vehicle diagnosis



The new generation 
of vehicle diagnosis

The Snooper+ is the reliable partner for the vehicle diagnosis. 
With the fl ight recorder for mobile data recording, the rub-
berized body for a perfect grip and many further functions 
the Snooper+ convinces as the perfect tool for the workshop. 
Together with the WOW! diagnostic software the diagnostic 
interface for the multibrand diagnosis supports vehicle dia-
gnosis for new, but also for older vehicles. 

Snooper+ 
Art.-No. W072 700 100

WOW! Würth Online World GmbH · 74653 Künzelsau · Germany · T  07940 98188-0 · F  07940 98188-1099 · info@wow-portal.com · www.wow-portal.com

One of the highlights of the Snooper+: 
Ultimate Flightrecorder for mobile 
data recording. All realtime parameters 
supported by the ECUs can be logged.

Safe working through multi colour 
indicator for optical feedback on the 
running process. Additionally the Snooper+ 
also sends out acoustic signals.

Professional hook – 350° turnable – 
with rubberized coating for a safe and 
ideal hanging while working.

16-pin connector with integrated LED 
for easy locating of the diagnostic connec-
tor in the vehicle.

Scope of delivery

Snooper+ with Bluetooth connection

USB-cable for the fi rmware communication

WOW! diagnostic software

Quick guide



•  Ultimate fl ightrecorder for mobile data recording
 ·   All real-time parameters supported by the ECUs can be logged
 ·    Prior selection of the systems at the PC is possible while the quanti-

ty of the selection and the systems are not limited
 

 ·    Inition is effected directly at the Snooper+ by the integrated button
 ·  Analysis of the recorded data at the PC; graphical illustration in 

one or separate coordinate systems
 

 ·  Coloured differentiation of the graph for a better visualization
 ·  Memory module serves as the basis in order to assign also the 

fl ightrecorder data in addition to the diagnostic results to the 
customer / vehicle

 ·  Everything included! No additional hardware is necessary

•  Internal protected bluetooth-antenna 
 (on-board, BT 2.1 + EDR, scope up to 30 m)

•  Optical and acoustic feedback of the running process 
ensures a secure and ideal diagnosis operation

•  Rubberized body for a secure handling provides also a perfect 
grip on slick surfaces

•  Ruggedized for the work-
shop use due to a fl exible 
rubber cover which protects 
the USB-connection, the 
Micro-SD memory card (2 GB) 
and the card reader

•  Professional hook – 350° turnable – with rubberized coating for a 
secure and ideal hanging while working

•  16-pin connector with integrated LED makes the locating 
of the diagnostic connector in the vehicle easy

•  A multi colour indicator directly at the Snooper+ as well as an indica-
tion in the diagnostic programme ensures the voltage monitoring 
of the automotive battery

• Support of all diagnostic options by use of a multiplexer:  
·  2 x HS CAN (ISO 11898-2), SW CAN (SAE J2411), 

K/L (ISO 9141-2), VPW (J1850), PWM (J1850), 
 RS485 (J1708), TTL and SPI, (analog in, 5 Volt out)

•  Connection of older adapters (vehicle-specifi c) to the 16-pin 
connector is possible

Convincing functions

WOW! Würth Online World GmbH · 74653 Künzelsau · Germany · T  07940 98188-0 · F  07940 98188-1099 · info@wow-portal.com · www.wow-portal.com
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Technical Data

Supported PC-infrastructure
 From Pentium 4, min. 1,7 GHz, Windows XP, SP3, Windows Vista, Windows 7 (32 and 64 bit), 2 GB free hard disk, 1 GB RAM 

or higher, DVD drive, internet connection

Connection to the PC USB 2.0 Typ B (compatible also with 1.0) or Bluetooth

Bluetooth  2.1 + EDR (Enhanced Data Rate – to 2,1 Mbit/s, supports Secure Simple Pairing) scope up to 30 m

Power Supply 6 – 36 Volt, reverse polarity protected, max. charging rate 500 mA

Cable length 1600 mm

Diagnostic connection ISO 15031-3 (SAE J1962)

Dimensions 180 x 85 x 30 mm; 480 g

Compliance CE (2004/108/CE), RoHS (2002/95/EC)



Combine your Snooper+
with the matching systems

Laptop 500
Robust partner

The iQ 500 diagnostic system is fast, robust and mobile. The combination
of the Snooper+ diagnostic interface and the semi-rugged high-power
 laptop guarantees comfortable workshop-suited working. 

• Diagnostic system iQ 500 with a pre-installed diagnostic software WSD 300
• Dust- and spray-water-protected to protection class IP53
•  Semi-ruggedised laptop with large display (optionally available with convenient 

docking station)
• SSD hard disk not susceptible to shocks (no moving parts)
• High-power battery (exchangeable) for over 6 hours of wireless working

Tablet-PC 150
A superb communication partner

The tablet-PC 150 is the ideal communication partner in the workshop. 
Light-weight and easily mobile, this unit, in combination with the Snooper+, 
enables the workshop to engage in professional dialogue with the work-
shop customer. Together with the service reception checklist the 150 is the 
perfect tool for your workshop.

•  Professional customer dialogue procedure with the aid of the optionally 
 available service reception checklist
•  Pivoting 10.1” touchscreen display for optimum handling during consultation 
 with the customer
•  Integrated camera permits documentation of service cases
•   Very light and easy to handle thanks to a balanced mix between Netbook and Tablet
•  Flexible input via keyboard and screen keyboard
•  Long battery running time of 6 hours permits stress-free working
•  Unlimited working range with WLAN
•  Shockproof and temperature-stable SSD hard drive (128 GB)

Service reception checklist
with matched technical data package

The service reception checklist 
supports the service advisor in 
the workshop in the professional 
consultation – directly and intuitive. 
The technical data particularly for 
the service reception rounds off 
the concept.
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Overview A/C Service Units

COOLIUS 1000 WAC 2200WAC 1200 PLUS COOLIUS 4000HP

OPERATIONAL AREA 
Car / Transporter / Truck

PERFORMANCE 
•	� Fully automatic 

machine
•	 Sturdy metal housing
•	 Mobile usage
•	� Shock absorbing  

scales construction
•	 UV addition manual 
•	� Convertible to 6 m 

service hoses
•	 1 fresh oil and  
	 1 waste oil reservoir

REQUIRED  
MATERIAL FOR 
COMMISSIONING 
(not included in the 
scope of delivery)
•	 Refrigerant R134a
•	� Leak detection  

additive (Cartridge  
or stick)

• 	� Filling adapter for  
Cartridge or Stick

• 	 Leak detection lamp
• 	 PAG oil
• 	 POE oil
• 	 Extraction adapter

OPERATIONAL AREA 
Bus / Car / Truck

PERFORMANCE 
•	 Fully automatic 
	 machine
•	� Specially develo-

ped for servicing 
high-volume 
air conditioning 
(buses etc.)

•	� With refrigerant  
liquid pump

•	� 1 fresh oil and 1 
waste oil reservoir 
(500 ml)

REQUIRED  
MATERIAL FOR 
COMMISSIONING 
(not included in the 
scope of delivery)
•	 Refrigerant R134a
• 	� Leak detection  

additive (250 ml)
• 	 Leak detection lamp
• 	 PAG oil 46yf
• 	 Extraction Adapter

Refrigerant R134a Refrigerant R134aRefrigerant R-1234yf

Art. No. 0900 764 981 Art. No. W050 400 001 Art. No. W050 400 003 Art. No. W050 200 010 Art. No. W050 200 007Art. No. W050 200 025 Art. No. W050 200 013 Art. No. W050 200 002 Art. No. W050 200 005 Art. No. W050 200 011

PRICE PRICE PRICE PRICE PRICEPRICE PRICE PRICE PRICE PRICE

WAC 2000 R134a WAC 2000 entry

OPERATIONAL AREA 
Car / Transporter / Truck

PERFORMANCE 
•	 Fully automatic 
	 machine
•	 Convertible  
	 to R-1234yf
•	� 3 fresh oil,  

1 waste oil and  
1 UV reservoir

	� (suitable for hybrid 
and electric vehicles)

REQUIRED  
MATERIAL FOR 
COMMISSIONING 
(not included in the 
scope of delivery)
•	 Refrigerant R134a
•	� Leak detection  

additive (250 ml)
•	 Leak detection lamp
•	 PAG oil
•	 POE oil
•	 Extraction adapter

WAC 2000

OPERATIONAL AREA 
Car / Transporter

PERFORMANCE 
•	 TÜV Rheinland- 
	 certified
•	� Specifically for Ger-

man manufacturers
•	 Fully automatic 
	 machine
•	� USB port for  

external analyser
•	 Convertible to R134a
•	� Permanent leckage 

detection
•	� 3 fresh oil,  

1 waste oil and  
1 UV reservoir 
�(suitable for hybrid 
and electric vehicles)

REQUIRED  
MATERIAL FOR 
COMMISSIONING 
(not included in the 
scope of delivery)
•	 Refrigerant R-1234yf
• 	� Leak detection  

additive (250 ml)
• 	 Leak detection lamp
• 	 PAG oil 46yf
•	 POE oil

(without analyser)

Extraction  
adapter  
included!

Extraction  
adapter  
included!

WAC 2000A

OPERATIONAL AREA 
Car / Transporter

PERFORMANCE 
•	 TÜV Rheinland- 
	 certified
•	� Specifically for Ger-

man manufacturers
•	 Fully automatic 
	 machine
•	� Incl. internal refrige-

rant analyser
•	 Convertible to R134a
•	� Permanent leckage 

detection
•	 �3 fresh oil,  

1 waste oil and  
1 UV reservoir 
�(suitable for hybrid 
and electric vehicles)

REQUIRED  
MATERIAL FOR 
COMMISSIONING 
(not included in the 
scope of delivery)
•	 Refrigerant R-1234yf
• 	� Leak detection  

additive (250 ml)
• 	 Leak detection lamp
• 	 PAG oil 46yf
•	 POE oil

(analyser included)

WAC 2000 Basic

OPERATIONAL AREA 
Car / Transporter

PERFORMANCE 
•	 Fully automatic 
	 machine
•	 Convertible to R134a 
•	� Permanent leckage 

detection
•	� 3 fresh oil,  

1 waste oil and  
1 UV reservoir 
�(suitable for hybrid 
and electric vehicles)

REQUIRED  
MATERIAL FOR 
COMMISSIONING 
(not included in the 
scope of delivery)
•	 Refrigerant R-1234yf
•	� Leak detection  

additive (250 ml)
• 	 Leak detection lamp
• 	 PAG oil 46yf
•	 POE oil
• 	� Extraction adapter  

for R-1234yf bottle

OPERATIONAL AREA 
Car / Transporter

PERFORMANCE 
•	 Fully automatic 
	 machine
• 	� 1 fresh oil an 1 waste 

oil and 1 UV resevoir. 
Additional oil reser-
voir upgradable for 
hybrid and electrical 
vehicles

•	� USB port for ext-
ternal analyser

REQUIRED  
MATERIAL FOR 
COMMISSIONING 
(not included in the 
scope of delivery)
•	 Refrigerant R-1234yf 
•	� Leak detection  

additive (250 ml)
• 	 Leak detection lamp
• 	 PAG oil 46yf 
• 	� Extraction adapter 

for R-1234yf bottle

(without analyser)

WAC 2000A Basic

OPERATIONAL AREA 
Car / Transporter

PERFORMANCE 
•	 Fully automatic 
	 machine
•	� Incl. internal refrige-

rant analyser
•	 Convertible to R134a
•	� Permanent leckage 

detection
•	� 3 fresh oil,  

1 waste oil and  
1 UV reservoir 
�(suitable for hybrid 
and electric vehicles)

REQUIRED  
MATERIAL FOR 
COMMISSIONING 
(not included in the 
scope of delivery)
•	 Refrigerant R-1234yf
• 	� Leak detection  

additive (250 ml)
• 	 Leak detection lamp
• 	 PAG oil 46yf
•	 POE oil
• 	� Extraction adapter  

for R-1234yf bottle

(analyser included)

OPERATIONAL AREA 
Car / Transporter / Truck

PERFORMANCE 
•	� Fully automatic 

machine
•	� Refrigerant reco-

very of more than 
98% (exceeding 
SAE Standard 2788)

•	 Sturdy metal housing
•	� Automatic hose 

length detection and 
correction of refrige-
rant pre-filling up to 
6 m service hoses

•	� Printable initial 
diagnosis with tips  
for further action

•	� 1 fresh oil, 1 waste oil 
and 1 UV reservoir

REQUIRED  
MATERIAL FOR 
COMMISSIONING 
(not included in the 
scope of delivery)
•	 Refrigerant R134a
•	� Leak detection  

additive (250 ml)
•	 Leak detection lamp
•	 PAG oil or POE oil
•	 Extraction adapter

OPERATIONAL AREA 
Car / Transporter / Truck

PERFORMANCE 
•	 Fully automatic  
	 machine
•	� Refrigerant reco-

very of more than 
98% (exceeding 
SAE Standard 2788)

•	� Automatic hose 
length detection and 
correction of refrige-
rant pre-filling up to 
6 m service hoses

•	� Printable initial 
diagnosis with tips 
for further action

•	� 1 fresh oil, 1 waste oil 
and 1 UV reservoir

REQUIRED  
MATERIAL FOR 
COMMISSIONING 
(not included in the 
scope of delivery)
•	 Refrigerant R134a
•	� Leak detection  

additive (250 ml)
•	 Leak detection lamp
•	 PAG oil or POE oil
•	 Extraction adapter

entry-level model



Overview A/C Service Units

TECHNICAL DATA

Fully automatic 
machine

yes

Database car/ truck

Rinse function yes

Printer yes

Maintenance 50 h

Dimensions
850 x 510 x 
450 mm

Tube length 3 m

Refrigerant 
storage

10 kg

Vacuum pump 
capacity

100 l/min

Extraction
rate

300 g/min

Used oil 
management

yes

Oil 
management

yes

UV addition manual

TECHNICAL DATATECHNICAL DATA

Fully automatic 
machine

yes

Database car/ truck

Rinse function yes

Printer yes

Maintenance
by 80 kg 
refrigerant 
processed

Dimensions
1070 x 610 x 
630 mm

Tube length 3 m

Refrigerant 
storage

22 kg

Vacuum pump 
capacity

72 l/min

Extraction
rate

300 g/min

Used oil 
management

yes

Oil 
management

yes

UV addition yes

Fully automatic 
machine

yes

Database car/ truck

Rinse function yes

Printer yes

Maintenance
by 80 kg 
refrigerant 
processed

Dimensions
1030 x 570 x 
630 mm

Tube length 3 m

Refrigerant 
storage

12 kg

Vacuum pump 
capacity

72 l/min

Extraction
rate

300 g/min

Used oil 
management

yes

Oil 
management

yes

UV addition yes

TECHNICAL DATA

Fully automatic 
machine

yes

Database car / truck

Rinse function yes

Printer yes

Maintenance 100 h

Dimensions
1550 x 1050 
x 700 mm

Tube length 3 m

Refrigerant 
storage

40 kg

Vacuum pump 
capacity

180 l/min

Extraction
rate

1000 g/min

Used oil 
management

yes

Oil 
management

yes

UV addition yes

TECHNICAL DATATECHNICAL DATA

Fully automatic 
machine

yes

Database car

Rinse function yes

Printer yes

Maintenance
by 150 kg 
refrigerant 
processed

Dimensions
1400 x 650 x 
550 mm

Tube length 2,5 m

Refrigerant 
storage

20 kg

Vacuum pump 
capacity

100 l/min

Extraction
rate

300 g/min

Used oil 
management

yes

Oil 
management

yes

UV addition yes

Fully automatic 
machine

yes

Database car

Rinse function yes

Printer yes

Maintenance
by 150 kg 
refrigerant 
processed

Dimensions
554 x 472 x 
1086 mm

Tube length 2,5 m

Refrigerant 
storage

20 kg

Vacuum pump 
capacity

100 l/min

Extraction
rate

300 g/min

Used oil 
management

yes

Oil 
management

yes

UV addition yes

TECHNICAL DATA

Fully automatic 
machine

yes

Database car

Rinse function yes

Printer yes

Maintenance
by 150 kg 
refrigerant 
processed

Dimensions
1400 x 650 x 
550 mm

Tube length 2,5 m

Refrigerant 
storage

20 kg

Vacuum pump 
capacity

100 l/min

Extraction
rate

300 g/min

Used oil 
management

yes

Oil 
management

yes

UV addition yes

TECHNICAL DATA

Fully automatic 
machine

yes

Database car

Rinse function yes

Printer yes

Maintenance
by 150 kg 
refrigerant 
processed

Dimensions
1400 x 650 x 
550 mm

Tube length 2,5 m

Refrigerant 
storage

20 kg

Vacuum pump 
capacity

100 l/min

Extraction
rate

300 g/min

Used oil 
management

yes

Oil 
management

yes

UV addition yes

TECHNICAL DATA

Fully automatic 
machine

yes

Database car

Rinse function yes

Printer yes

Maintenance
by 150 kg 
refrigerant 
processed

Dimensions
1400 x 650 x 
550 mm

Tube length 2,5 m

Refrigerant 
storage

20 kg

Vacuum pump 
capacity

100 l/min

Extraction
rate

300 g/min

Used oil 
management

yes

Oil 
management

yes

UV addition yes

TECHNICAL DATA

Fully automatic 
machine

yes

Database car/ truck

Rinse function yes

Printer yes

Maintenance
by 150 kg 
refrigerant 
processed

Dimensions
1400 x 650 x 
550 mm

Tube length 3 m

Refrigerant 
storage

20 kg

Vacuum pump 
capacity

100 l/min

Extraction
rate

300 g/min

Used oil 
management

yes

Oil 
management

yes

UV addition yes

Errors and changes excepted. � WOW! Würth Online World GmbH · 74653 Künzelsau · Germany · T +49 (0) 7940 98188-0 · F +49 (0) 7940 98188-1099 · info@wow-portal.com · www.wow-portal.com
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COOLIUS 1000 WAC 2200WAC 1200 PLUS COOLIUS 4000HP

Refrigerant R134a Refrigerant R134aRefrigerant R-1234yf

WAC 2000 R134a WAC 2000 entry WAC 2000
(without analyser)

WAC 2000A
(analyser included)

WAC 2000 Basic
(without analyser)

WAC 2000A Basic
(analyser included)
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Equipment features

Scope of delivery

Bezeichnung

WAC 1200 Plus A/C service unit

Service hoses with quick-action couplings, length 3 m

3 oil reservoirs

Cover

Operating instructions in seven languages 

Quick start guide

Technical data

Dimensions 1030 x 570 x 630 mm

Weight 80 kg

Refrigerant R134 a

Refrigerant tank 12 kg

Refrigernat extraction rating (liquid) 300 g/min

Vacuum pump capacity 72 l/min

Purity grade R134a SAE J 2099

Pressure gauge Accuracy rating 1.6

Max. operating pressure 20 bar

Number of fi lter dryers 1

Operating voltage 220 – 240 V / 50 Hz

Approvals CE and PED / ISO 9001

Simple
• Easy-to-use fully automated A/C service unit
•  Automatic recording of connected hose length and adjustment 

of refrigerant pre-fi lling for service hoses up to six metres in length
•  With integrated thermal printer for documenting the work steps 

performed
•  Printable initial diagnosis of the A/C system with tips on additional 

measures for troubleshooting, e.g. if the quantity of refrigerant is 
too low, etc.

• Clearly visible pressure gauge for internal refrigerant bottle pressure
• Automatic maintenance indicator to help protect materials
• Pre-installed standard database with vehicle fi ll quantities 
• Certifi ed for Australia, for example, and many other countries

Compact
• Option to create a customised vehicle database
• Database can be updated via series interface on the unit
• Software updates can be performed easily via a USB port
•  All services carried out on the A/C unit can be read out and 

printed via a PC
• Compact 12 kg refrigerant bottle
• 24-month warranty*
•  Unit started up for the fi rst time using an activation code in order

to accurately record the beginning of the warranty period
•  Special, secure and environmentally friendly transport packaging 

to protect the unit

Effi cient
•  With a refrigerant recovery of over 98%, the unit more than 

meets the requirements of SAE Standard 2788
•  Menu item for temperature and pressure dependency for the 

drainage of non-condensable gases from the refrigerant bottle
•  Documentation of refrigerant consumption by means of a refrigerant 

management system
• Refrigerant bottle with heating for use in all temperature conditions
•  Integrated rinse function for removing contamination from the 

A/C system (accessories required)

*Proof of maintenance required

User-friendly and fl exible! 

The latest generation compact A/C service unit 
is extremely easy to use, even for fi rst-timers, 
and meets the high requirements for a perfect 
A/C service.

The interaction between compatibility, effi ciency 
and ease of use makes this unit a fl exible all-
rounder.

A/C service unit 
WAC 1200 Plus
Art.-Nr. W050 400 001

A/C SERVICE
A/C Service Units 
Cars / Commercial Vehicles

Note: The A/C service unit should be serviced after 
80 kg of refrigerant has been processed or after one year.

WOW013-15 Produktinfo WAC 1200_EN.indd   59WOW013-15 Produktinfo WAC 1200_EN.indd   59 18.02.2015   14:23:03 Uhr18.02.2015   14:23:03 Uhr
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Equipment features

Scope of delivery

Designation

WAC 2200 A/C service unit

Service hoses with quick-action couplings, length 3 m

3 oil reservoirs

Cover

Operating instructions in seven languages

Quick start guide

Technical data

Dimensions 1070 x 610 x 630 mm

Weight 95 kg

Refrigerant R134 a

Refrigerant tank 22 kg

Refrigernat extraction rating (liquid) 300 g/min

Vacuum pump capacity 72 l/min

Purity grade R134a SAE J 2099

Pressure gauge Accuracy rating 1.6

Max. operating pressure 20 bar

Number of fi lter dryers 1

Operating voltage 220 – 240 V / 50 Hz

Approvals CE and PED / ISO 9001

Accurate
•  Automatic recording of connected hose length and adjustment of 

refrigerant pre-fi lling for service hoses up to six metres in length
•  With a refrigerant recovery of at least 98%, the unit more than meets 

the requirements of SAE Standard 2788
• Clearly visible pressure gauge for internal refrigerant bottle pressure
• Pre-installed standard database with vehicle fi ll quantities
• Refrigerant bottle with heating for use in all temperature conditions
•  Integrated rinse function for removing contamination from the A/C 

system (accessories required)
•  Patented distribution block forms the core of the unit and reduces the 

length of the refrigerant circuit for an exact fi lling and extraction result

Sturdy
•  Sturdy metal housing for all-round protection in harsh everyday

workshop conditions
•  Documentation of refrigerant consumption by means of a refrigerant 

management system
• Database can be updated via series interface on the unit
• Software updates can be performed easily via a USB port
• Large 22 kg refrigerant bottle for long-term use
• 24-month warranty*
•  Unit started up for the fi rst time using an activation code in order 

to accurately record the beginning of the warranty period
•  Special, secure and environmentally friendly transport packaging 

to protect the unit
• Suitable for use at an outside temperature of 45 °C

User-friendly
• Fully automated A/C service unit for R134a
•  With integrated thermal printer for documenting the work 

steps performed 
•  Printable initial diagnosis of the A/C system with tips on additional 

measures, e.g. in the case that the quantity of refrigerant is too 
low, etc.

•  Menu item for temperature and pressure dependency for the 
drainage of non-condensable gases from the refrigerant bottle

• Option to create a customised vehicle database
•  All services carried out on the A/C unit can be read out and 

printed via a PC
•  Automatic maintenance indicator after 80 kg of refrigerant has 

been processed

*Proof of maintenance required

A true all-rounder! 

The WAC 2200 combines sturdiness with precision 
and user-friendliness and rises to the challenge 
of providing an A/C service for cars, transporters 
and lorries.

From refrigerant extraction to oil recycling and 
leak detection agent management, this unit takes 
care of the entire process with extreme precision 
and fully automatically.

A/C service unit 
WAC 2200
Art.-No. W050 400 003

A/C SERVICE
A/C Service Units 
Cars / Commercial Vehicles

Note: The A/C service unit should be serviced after 
80 kg of refrigerant has been processed or after one year.

WOW013-15 Produktinfo WAC 2200_EN.indd   59WOW013-15 Produktinfo WAC 2200_EN.indd   59 18.02.2015   11:47:01 Uhr18.02.2015   11:47:01 Uhr
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AIR CONDITIONING SERVICE
A/C Service Units 
Cars

Equipment features

Scope of delivery

Designation

A/C service unit WAC 1200YF

Service hoses with quick-action couplings, length 3 m

1 fresh oil, 1 used oil and 1 UV reservoir

Cover

Operating instructions in six languages on USB stick

Quick start guide

Technical data

Dimensions 1030 x 570 x 630 mm

Weight 80 kg

Refrigerant R-1234yf

Refrigerant bottle 12 kg

Recovery rate 300 g/min

Vacuum pump capacity 100 l/min

Purity grade R-1234yf 95-99,5 %

Pressure gauge class 1,80 mm

Max. operating pressure 20 bar

Number of filter dryers 1

Approvals
CE (PED97/23/CE, LVD 2006/95/CE,
EMC 2004/108/CE), TÜV Süd Italy

Simple
•	 Easy-to-use fully automated A/C service unit
•	� Automatic recording of connected hose length and adjustment  

of refrigerant pre-filling for service hoses up to six metres in length
•	� With integrated thermal printer for documenting the work steps  

performed
•	� Printable initial diagnosis of the A/C system with tips on additional 

measures for troubleshooting, e.g. if the quantity of refrigerant is  
too low, etc.

•	 Clearly visible pressure gauge for internal refrigerant bottle pressure
•	 Automatic maintenance indicator to help protect materials
•	 Pre-installed standard database with vehicle filling quantities 

Compact
•	 Option to create a customised vehicle database
•	 Fast database update possible via USB port
•	 Software updates can be performed easily via a USB port
•	� All services carried out on the A/C unit can be read out and  

printed via a PC
•	 Compact 12 kg refrigerant bottle
•	 24-month warranty*
•	� Initial operation using an activation code in order to accurately  

record the beginning of the warranty period
•	� Special, secure and environmentally friendly transport packaging  

to protect the unit

Efficient
•	� With a refrigerant recovery of more than 95 %
•	� Automatic leak test
•	� Menu item for temperature and pressure dependency for the  

drainage of non-condensable gases from the refrigerant bottle
•	� Documentation of refrigerant consumption by means of a refrigerant 

management system
•	 Refrigerant bottle with heating for use in all temperature conditions
•	� Integrated flushing function for removing contamination from the A/C 

system (accessories required)

*Proof of maintenance required

Simple and flexible! 

The compact A/C service unit of the latest  
generation is extremely easy to use, even for 
beginners. The fully automatic unit enables the 
efficient service with the refrigerant R-1234yf on 
vehicle air conditioning.

A/C service unit 
WAC 1200YF
Part no. W050 400 008

Note: The A/C service unit should be serviced after  
80 kg of refrigerant has been processed or after one year.
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A/C service unit 
WAC 2000 Basic
without analyser
Part no. W050 200 007

Up-to-date and legally compliant

• CE-certifi ed 
•  Continuous leak monitoring to pick up even the smallest leaks so as 

to prevent the loss of refrigerant
• Manufactured according to CELEN 60079-10 (CEI31-30) guidelines
• Database updates via USB interface 
•  Internal ventilation system clears gases from the unit thereby ensuring 

safe and reliable operation
•  Internal fl ushing function of the service hoses prior to a change of oil 

grade 
•  Automatic pressure increase monitoring after extraction
• Automatic hose length compensation

Time-saving

•  Much faster automatic air conditioning service sequence than 
required by the German vehicle manufacturers

•  Documentation of refrigerant consumption by means of a 
refrigerant management system

•  Automatic draining of non-condensable gases from the internal 
refrigerant bottle

• Fully automatic oil management for exact oil fi lling
•  Ideally suitable for hybrid and electric vehicles or vehicles with 

electrical compressors, thanks to 3 oil reservoirs for fresh oil and 
1 reservoir for UV additives with automatic fl ushing mode 

•  Electronically controlled opening and closing of the high- and 
low-pressure valves

Complete

• Sturdy metal housing
•  An external refrigerant analyser can be easily and quickly 

connected by means of a USB port
• Compatible with all approved refrigerant analysers
• 2.5 m long service hoses 
• Integrated printer with multiple and personalised printing
•  Clear display of all measured values and function data and printout 

of the completed work steps
•  All customer and vehicle data can be input, thus easy to handle also 

for warranty claims in that all the relevant data are available and 
can also be printed out

• Cover protects the unit against dust and dirt

Technical data

Dimensions 650 x 550 x 1400 mm

Weight 110 kg

Refrigerant R-1234yf

Refrigerant bottle 20 kg

Recovery rate 300 g/min

Vacuum pump capacity 100 l/min

Vacuum level 3 x 10-1 Pa

Refrigerant recovery and fi lling accuracy ± 15 g

Oil / UV accuracy ± 1 g

Purity grade R-1234yf 98.5 %

Pressure gauge
High-resolution digital display, 

additional pressure gauges

Max. operating pressure 20 bar

Number of fi lter dryers 1

Approvals

CE certifi cation, SAE J2099, 

SAE J2843

EC Machinery Directive 2006/42/EC

EC Low Voltage Directive 2006/95/EC

EC EMC Directive 89/336/EEC

EC Pressure Equipment Directive 

97/23/EC

AIR CONDITIONING SERVICE

A/C Service Units 
Cars

The WAC 2000 Basic provides the basic 

equipment for air conditioning service 

for R-1234yf systems for the connection 

of a suitable external analyser. An exter-

nal analyser can be easily connected. 

Equipment features

Easy to use and environmentally friendly

•  Simple and fast refi lling of the oil/UV reservoirs via quick-couplers 
• Very easy to use menu navigation
• Large, clear 7” colour display with individual settings
•  Easy handling for servicing and maintenance work 

(automatic operating hours counter)
•  Integrated LED display and acoustic indication in the event of faults 

and information
•  High compressor extraction rate allows recovery of over 95% of the 

refrigerant charge
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AIR CONDITIONING SERVICE

A/C Service Units
Cars

Scope of delivery WAC 2000 Basic

Designation

A/C service unit WAC 2000 Basic with USB port for external analysis

Service hoses with standard quick-couplers (length 2.5 m)

Stickers for the various oils

Service booklet

Quick start guide

Operating instructions CD (multi-lingual)

Cover

Equipment familiarisation

3 oil reservoirs for fresh oil and 1 reser-

voir for UV additives

Clear display of data

Accessories

Designation Part no. Description Picture

Maintenance contract 0900 400 018 Carried out annually by our technicians
(materials, travel and working time incl.)

Update vehicle database W067 200 009 Vehicle list of up-to-date refrigerant fi lling 
quantities

Conversion kit W067 200 003 For converting the refrigerant of a WAC 2000 
Series A/C service unit from R-1234yf to R134a 

External analyser for R-1234yf W067 000 024 Simple composition analysis of the refrigerant 
in the vehicle air conditioning system to check 
refrigerant purity. 
Connection via USB to all air conditioning 
service units for R-1234yf possible with the 
corresponding preliminary setup.

Advantages

The external analyser can be easily connected by means of 

a USB port to the air conditioning service unit.
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A/C service unit 
WAC 2000 
without analyser
Part no. W050 200 002

Up-to-date and legally compliant

• TÜV Rheinland-certifi ed 
•  Continuous leak monitoring to pick up even the smallest leaks so as 

to prevent the loss of refrigerant
• Manufactured according to CELEN 60079-10 (CEI31-30) guidelines
• Database updates via USB interface 
•  Internal ventilation system clears gases from the unit thereby ensuring 

safe and reliable operation
•  Internal fl ushing function of the service hoses prior to a change of oil 

grade 
•  Certifi ed quick-couplers enable the refrigerant to be extracted enti-

rely – including service hoses – and thus ensure no refrigerant losses
•  Automatic pressure increase monitoring after extraction
• Automatic hose length compensation

Time-saving

•  Much faster automatic air conditioning service sequence than requi-
red by the German vehicle manufacturers

•  Documentation of refrigerant consumption by means of a refrige-
rant management system

•  Automatic draining of non-condensable gases from the internal 
refrigerant bottle

• Fully automatic oil management for exact oil fi lling
•  Ideally suitable for hybrid and electric vehicles or vehicles with 

electrical compressors, thanks to 3 oil reservoirs for fresh oil and 1 
reservoir for UV additives with automatic fl ushing mode 

•  Electronically controlled opening and closing of the high- and low-
pressure valves

Complete

• Sturdy metal housing
•  An external refrigerant analyser can be easily and quickly connec-

ted by means of a USB port
• Compatible with all approved refrigerant analysers
• 2.5 m long service hoses 
• Integrated printer with multiple and personalised printing
•  Clear display of all measured values and function data and printout 

of the completed work steps
•  All customer and vehicle data can be input, thus easy to handle also 

for warranty claims in that all the relevant data are available and 
can also be printed out

• Cover protects the unit against dust and dirt

Technical data

Dimensions 650 x 550 x 1400 mm

Weight 110 kg

Refrigerant R-1234yf

Refrigerant bottle 20 kg

Recovery rate 300 g/min

Vacuum pump capacity 100 l/min

Vacuum level 3 x 10-1 Pa

Refrigerant recovery and fi lling accuracy ± 15 g

Oil / UV accuracy ± 1 g

Purity grade R-1234yf 98.5 %

Pressure gauge
High-resolution digital display, 

additional pressure gauges

Max. operating pressure 20 bar

Number of fi lter dryers 1

Approvals

TÜV Rheinland certifi cation, 

CE certifi cation, SAE J2099, SAE

EC Machinery Directive 2006/42/EC

EC Low Voltage Directive 2006/95/EC

EC EMC Directive 89/336/EEC

EC Pressure Equipment Directive 

97/23/EC

AIR CONDITIONING SERVICE

A/C Service Units
Cars

The WAC 2000 ensures professional air 

conditioning service for R-1234yf systems 

for the connection of a suitable external 

analyser. An external analyser can be 

easily used.

The system has been developed in 

accordance with the specifi cations of 

the working group of the German OEMs 

organised in the VDA (Association of the 

German Automotive Industry) in coope-

ration with TÜV Rheinland.

Equipment features

Easy to use and environmentally friendly

•  Simple and fast refi lling of the oil/UV reservoirs via quick-couplers 
• Very easy to use menu navigation
• Large, clear 7” colour display with individual settings
•  Easy handling for servicing and maintenance work 

(automatic operating hours counter)
•  Integrated LED display and acoustic indication in the event of faults 

and information
•  High compressor extraction rate allows recovery of over 95% of the 

refrigerant charge
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AIR CONDITIONING SERVICE

A/C Service Units
Cars

Scope of delivery WAC 2000

Designation

A/C service unit WAC 2000 with USB port for external analysis

Service hoses with certifi ed quick-couplers (length 2.5 m)

Bottle adapter

Safety goggles

Protective gloves

Stickers for the various oils

Service booklet

Quick start guide

Operating instructions CD (multi-lingual)

Cover

Equipment familiarisation

3 oil reservoirs for fresh oil and 1 reser-

voir for UV additives

Clear display of data

Accessories

Designation Part no. Description Picture

Maintenance contract 0900 400 018 Carried out annually by our technicians
(materials, travel and working time incl.)

Update vehicle database W067 200 009 Vehicle list of up-to-date refrigerant fi lling 
quantities

Conversion kit W067 200 003 For converting the refrigerant of a WAC 2000 
Series A/C service unit from R-1234yf to R134a 

External analyser for R-1234yf W067 000 024 Simple composition analysis of the refrigerant 
in the vehicle air conditioning system to check 
refrigerant purity. 
Connection via USB to all air conditioning 
service units for R-1234yf possible with the 
corresponding preliminary setup.

Advantages

The external analyser can be easily connected by means of 

a USB port to the air conditioning service unit.
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